
Double-ended metal halide lamp with a particularly long lifetime.

Ignition voltage [kV]: 4.0 
Base: Rx7s/Rx7s-24/Fc2/18 
Burning position: p45

ADVANTAGES AT A GLANCE 

▪   Good colour stability over the lifetime 

▪   UV protection (UV-P) 

▪   Hot re-ignition 

▪   Service life of up to  15 000 h

FIELDS OF APPLICATION

Indoor and outdoor illumination for shop windows and shops.
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Article no. Designation 
 
 
 

Base 
 

Length [mm] Lamp power 
(nominal 
value) [W] 

Luminous flux 
(nominal value) 
[lm] 

Colour 
temperature 
[K] 

Nominal 
service life [h] 

Weighted 
energy  
consumption 
[kWh / 1 000 h] 

Energy  
e�ciency class

220304 HIT-DE 70 pw RX7s RX7s 114.2 70 6 000 2 750 13 000 83 A

220704 HIT-DE 70 ww RX7s RX7s 114.2 70 6 000 3 200 13 000 83 A

220604 HIT-DE 70 dw RX7s RX7s 114.2 70 5 500 5 200 13 000 83 A

220204 HIT-DE 70 cw RX7s Rx7s 114.2 75 3 100 8 800 13 000 83 B

2209041) HIT-DE 70 bw RX7s RX7s 114.2 70 6 000 3 500 10 000 83 A

221101 HIT-DE 150 pw RX7s RX7s-24 132.0 150 12 000 2 750 13 000 165 A

221404 HIT-DE 150 ww RX7s RX7s-24 132.0 150 12 000 3 200 6 000 165 A

221704 HIT-DE 150 dw RX7s RX7s-24 132.0 150 13 000 5 200 13 000 165 A

221204 HIT-DE 150 cw RX7s Rx7s 132.0 150 7 000 8 800 13 000 165 B

220804 HIT-DE 70 nw RX7s RX7s 114.2 70 6 000 4 200 15 000 83 A

221504 HIT-DE 150 nw RX7s RX7s-24 132.0 150 12 000 4 200 15 000 165 A

222204 HIT-DE 250 nw Fc2 Fc2/18 139.0 250 20 000 4 200 15 000 275 A

SIGNION ultra
for the illumination of indoor and outdoor areas


